¢
WGW“EX |USB 3.0/3.1 Genl Cables

RoHS

RoHS CERTIFICATION SERIES

3041 Olcoftt St. | Santa Clara, CA 95054, USA
+1.408.986.8024 | f +1.408.986.9988 | p

information@newnex.com | €  www.newnex.com | w

Newnex certifies that all USB 3.0/3.1 Genl1 Cables are compliant

with Directive 2011/65/EU requirements.

“RoHS Compliant” means that the listed connector and any of
its homogenous material, does not contain any of the following
substances in excess of the following maximum concentration

values:

Concentration Values

Lead
Mercury
Cadmium

Hexavalent chromium

Polybrominated biphenyls (PBB)
Polybrominated diphenyl ethers (PBDE)
Bis(2-ethylhexyl) phthalate (DEHP)

Butyl benzyl phthalate (BBP)

Dibutyl phthalate (DBP)

Diisobutyl phthalate (DIBP)

Part Numbers:

<0.1% (by Weight)
<0.1% (by Weight)
<0.01% (by Weight)
<0.1% (by Weight)
<0.1% (by Weight)
<0.1% (by Weight)
<0.1% (by Weight)
<0.1% (by Weight)
<0.1% (by Weight)
<0.1% (by Weight)

HF3-XXXX
US2-XXXX
USRY-XXXX
USR2-XXXX
US2SW-XXXX
US2SW2-XXXX
US226-XXXX
UBXXXXXXX-XXX
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