
 

 

 

 

 

 

 

 

 

 

 

 

 

Introduction 

Featured with the most advanced repeater 

technology, this FireNEX
TM

-uLINK-40G 4-meter (13.1 

ft.) active cable supports Thunderbolt 3, Thunderbolt 

4, and USB4 data transfer up to 40Gb/s, USB 3.1 Gen 

2 data transfer up to 10Gb/s, DisplayPort 2.0 video 

output (UHBR20), and USB Power Delivery charging 

up to 60W. 

Use this cable to extend the connection between a 

host computer with Thunderbolt 3 or 4 (USB-C) port 

to USB4 displays and devices such as High-Res 

display monitors, Multi-media Dock stations, and 

storage hard drives. 

 

 

 

 

 

Product P/N and Descriptions 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Features 

 Extend the max. Performance of USB-C 

connection up to 4 meter (13.1 ft.) 

 Transfer USB/TB data up to 40Gb/s 

 USB 3.2 Gen 2 data transfer up to 10Gb/s 

 DisplayPort v2.0 video support (UHBR20) 

 DisplayPort 1.4/1.2 support 

 Support either 4-Lane Display + USB 2.0  

or 2-Lane Display + USB 3.2 mode with 

automatic detection and adapt 

 USB PD 3.0 support up to 20V/3A  from either 

host to device or device to host 

 No driver needed for Windows, MAC, and Linux 

 

 

FireNEXTM-uLINK-40G 

USB-C 40Gbps Active Cable 

USB 40Gbps, Thunderbolt™ 3/4, DisplayPort™ 2.0, and 60W PD 

 

 

Data Sheet 

PN Configuration Length 

ULK40GLCC-4M C/M to C/M 4m (13.1 ft.) 
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Specification 

USB  

USB4
®

 USB4 Gen3x2 up to 40Gbps 

USB 3.2 Gen 2 USB 3.2 Gen 2x2 up to 20Gbps 

USB 3.2 Gen 2x1 up to 10Gbps 

USB 3.2 Gen 1 USB 3.2 Gen 1x1 up to 5Gbps 

(aka. USB 3.1 Gen 1, USB 3.0) 

USB 2.0/1.1 Up to 480Mbps 

Thunderbolt™  

Thunderbolt 4 Compatible up to 40Gbps 

Thunderbolt 3 Compatible up to 40Gbps 

DP Alt Mode (4-Lane + USB 2.0/1.1)  

DP v2.0 Up to 80Gbps (77.4Gbps Max Payload) 

Max. 16K@60Hz, 8K@120Hz, 4K@144Hz 

DP v1.4 

 

Up to 32.4Gbps  (25.92Gbps Max Payload) 

Max. 8K@30Hz, 4K@120Hz 

DP v1.2 Up to 21.6Gbps (17.28Gbps Max Payload) 

Max. 4K@60Hz, 1080@120Hz 

DP Alt Mode (2-Lane + USB 3.2 Gen2)  

DP v2.0 1x 8K@60Hz, or 2x 4K@60Hz, or 3x 1080@120Hz 

DP v1.4 1x 4K@60Hz, or 2x 4K@30Hz, or 3x 1080@60Hz 

DP v1.2 1x 4K@30Hz, or 2x 1080@60Hz, or 3x 1024@60Hz 

POWER  

USB Power Delivery USB PD 3.0 (via Bus w/o addition power input) 
From both host to device and device to host 

Voltages Range 5-20V 

Current  Up to 3A 

MECHANICAL  

Cable Diameter 4.8 +/- 0.2 mm (0.19 in.) 

Cable Jacket TPE, Black 

USB Connector USB-C, Male, White 

ENVRIONMENTAL  

Operating Temperature 0°C to 40 °C (32°F to 104°F) 

Operating Humidity 20% to 80% relative humidity, non-condensing 

COMPLIANCE AND COMPATIBLITY  

Environmental RoHS 

Flammability VW-1 

SUPPORT  

Warranty 1-year Manufacture Warranty 

 


